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SUPERSCREEN

PVC FABRIC

APPLICATIONS
Tarpaulins, sight screens and awnings

Roll Width 189cm

Roll Length 52 metres

Colour Grey

Nominal Weight 430gsm

Thickness 0.75mm

Shade Factor 72%

Fabric Finish Dip coated PVC

Treatment UV stabilised, anti fungal & FR treated 

Features

Dip coating provides a high degree of 
strength and stability and helps to lock 
the yarn in place to prevent slippage

HIRAOKA

SUPERSCREEN 103

APPLICATIONS
Load restraints, catamarans and trampoline mats

SUPERSCREEN 105

Roll Width 187cm

Roll Length 50 metres

Colour Grey

Nominal Weight 530gsm

Thickness 1.1mm

Shade Factor 48%

Fabric Finish Dip coated PVC

Treatment UV stabilised, anti fungal & FR treated 

Features

Dip coating provides a high degree of 
strength and stability and helps to lock 
the yarn in place to prevent slippage
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SUPERSCREEN

PVC FABRIC

APPLICATIONS
Small shade sails, sun/privacy screens, blinds and 
awanings

Roll Width 189cm

Roll Length 52 metres

Colours White & Grey

Nominal Weight 460gsm

Thickness 0.65mm

Shade Factor
90% 

Fabric Finish Dip coated PVC

Treatment UV stabilised, anti fungal & FR treated 

Features

Dip coating provides a high degree of 
strength and stability and helps to lock 
the yarn in place to prevent slippage

HIRAOKA

SUPERSCREEN 134

APPLICATIONS
Tents, annexes and camp trailers

SUPERSCREEN 239

Roll Width 189cm

Roll Length 50 metres

Colours Blue, Grey & Black

Nominal Weight 170gsm

Thickness 0.33mm

Shade Factor 60%

Fabric Finish Dip coated PVC

Treatment UV stabilised, anti fungal & FR treated 

Features

Dip coating provides a high degree of 
strength and stability and helps to lock 
the yarn in place to prevent slippage
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SUPERSCREEN

PVC FABRIC

APPLICATIONS
Tents and quarantine covers

Roll Width 189cm

Roll Length 50 metres

Colour Black

Nominal Weight 130gsm

Thickness 0.21mm

Shade Factor
60% 

Fabric Finish Dip coated PVC

Treatment UV stabilised, anti fungal & FR treated 

Features

Dip coating provides a high degree of 
strength and stability and helps to lock 
the yarn in place to prevent slippage

HIRAOKA

SUPERSCREEN 254

APPLICATIONS
Site fencing, truck tarps, tennis court screens and 
stone guards

SUPERSCREEN 401

Roll Width 189cm

Roll Length 52 metres

Colour Dark Green, Black, Grey & Blue

Nominal Weight 440gsm

Thickness 0.67mm

Shade Factor 75%

Fabric Finish Dip coated PVC

Treatment UV stabilised, anti fungal & FR treated 

Features

Dip coating provides a high degree of 
strength and stability and helps to lock 
the yarn in place to prevent slippage
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